ACID CANISTER
FOR POOL WATER CHEMISTRY CONTROLLERS

INSTALLATION INSTRUCTIONS

**WARNING**

HAZARDOUS FUMES!
- USE CAUTION WHEN NEAR CANISTER AND/OR CHEMICALS
- DO NOT INHALE FUMES!
- DO NOT PERMIT CHILDREN TO OPERATE THIS EQUIPMENT!

**WARNING**

Pentair always recommends 1:1 dilution when using full strength muriatic acid. When mixing, remember to always add acid to water. When adding any chemical to the pool/spa, be sure to follow the manufacturer’s instructions thoroughly.

**WARNING**

DO NOT MIX SODIUM HYPOCHLORITE AND MURATIC ACID.

**DANGER**

Working with muriatic acid can be dangerous. Always wear rubber gloves and eye protection. When mixing, remember to always add acid to water. DO NOT add water to acid. Always work in a well-ventilated area. Splashing or spilling acid can cause severe personal injury and/or property damage. Pentair always recommends 1:1 dilution when using full strength muriatic acid. IMPORTANT! TAKE EXTREME CARE WHEN POURING ACID INTO THE CANISTER.

**Features**

- For use with IntelliChem® and other swimming pool water chemistry controllers
- 3-1/2 gallon capacity container for acid
- Internal piercing mechanism punctures the muriatic acid bottle seal to allow easy filling without spills
- Construction: Lid (Black), Top half of Canister (black), Bottom half (clear), base (black)
- Acid Canister: (3-1/2 gallon) P/N 521378

**Installation**

- Locate the four mounting holes in the canister base.
- Secure the canister to the equipment pad using 1/4 in bolts.

Technical Support: Phone: (800) 831-7133
www.pentairpool.com

© 2015 Pentair Water Pool and Spa, Inc. All rights reserved
1620 Hawkins Ave., Sanford, NC 27330 (919) 566-8000 -10951 West Los Angeles Ave., Moorpark, CA 93021 (805) 553-5000

All Pentair trademarks and logos are owned by Pentair or by one of its global affiliates. Pentair Aquatic Systems™, IntelliChem® are trademarks and/or registered trademarks of Pentair Water Pool and Spa, Inc. and/or its affiliated companies in the United States and/or other countries. Unless expressly noted, names and brands of third parties that may be used in this document are not used to indicate an affiliation or endorsement between the owners of these names and brands and Pentair Water Pool and Spa, Inc. Those names and brands may be the trademarks or registered trademarks of those third parties. Because we are continuously improving our products and services, Pentair reserves the right to change specifications without prior notice. Pentair is an equal opportunity employer.

© 2015 Pentair Water Pool and Spa, Inc. All rights reserved. This document is subject to change without notice.
P/N 521480 Rev C 8/2015
Features

- For use with IntelliChem® and other swimming pool water chemistry controllers
- 3-1/2 gallon capacity container for chlorine
- Internal piercing mechanism punctures the liquid chlorine bottle seal to allow easy filling without spills
- Construction: Lid (smoke), Top half of Canister (black), Bottom half (clear), base (black)
- Chlorine Canister: (4 gallon) P/N 521397

Installation

- Locate the four mounting holes in the canister base. Secure the canister to the equipment pad using 1/4 in bolts.

Technical Support: Phone: (800) 831-7133
www.pentairpool.com