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Cast Iron submersIble 
sump pump

hydromatic®  HP33/HP50

Featuring a vortex impeller that provides solids- 
handling capability up to1/2”. available in 1/3 Hp, 115 
volt single phase, 60 Hz and 1/2 Hp, 115 volt single 
phase, 60 Hz. pump discharge is 1-1/2” npt. 2-pole 
float switch for minimum 10” diameter sumps. also 
available in manual configuration.



Cast Iron submersIble sump pump
hydromatic®  HP33/HP50    

32

24

16

8

0
0 20 40 60 80

He
ad

, f
ee

t

HP50

HP33

Performance dataPump characteristics
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Handle stainless steel

lubricating oil Dielectric oil

motor Housing/Volute Heavy Cast Iron

Volute base Fiberglass reinforced polypropylene

shaft stainless steel

shaft seal Carbon and Ceramic

Impeller
Fiberglass-reinforced noryl® 

with threaded brass Insert

exterior Hardware stainless steel

maximum liquid
temperature limits

130°F (55°C)

Fasteners stainless steel

pump/motor unit submersible
models Hp33 Hp50

motor
1/3 Hp, shaded pole

with thermal overload
protection, 1550 rpm

1/2 Hp, shaded pole with
thermal overload

protection, 1550 rpm
electrical 115V, 1ø, 9.8a, 60 Hz 115V, 1ø, 12a, 60 Hz
Capacities 48 gpm (182 lpm) 62 gpm (235 lpm)
Heads 24’ (7.3 m) 32’ (9.8 m)

approx. Weight 24 lbs. 26 lbs.

operation
automatic (manual also available)

 on: 9” (229 mm)  off: 4” (102 mm)

acceptable pH range 6-9

liquids Handling Drainage effluent

Continuous liquid
temperature

130°F (54°C)

minimum recommended 
sump Diameter

10” (25.4 cm)

Discharge size 1-1/2” npt (38.1 mm)

solids Handling 1/2” (12.7 mm)

power Cord 10’ or 20’, 16/3, sJtW-a, sJtW

dimensional data

all dimensions in inches. metric for international use. Component dimensions may vary ± 1/8 inch.  
Dimensional data not for construction purpose unless certified. Dimensions and weights are approximate.  
on/off level adjustable.
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