
Novus 1000 Plus Control Panel
series uses an exclusive control circuit board in a NEMA 4X enclosure.

MG200 WGL20 WGX20 MGPD200

2 hp submersible Grinders
Myers grinders offer a variety of centrifugal and semi-positive displacement 
models to generate dependable performance over a wide range of flow and 
head conditions. 
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CoMPlEtE 2 HP 
GriNdEr PACkAGEs

•	24”	fiberglass	basin	(other sizes available)

•	UV	resistant	basin	and	lid
•	Built-in	anti-siphon	protection
•	NEMA	6	JBox

•	Weighted	float	switches
•	Slip-fit	connection	ball	check	valve
•	Pressure-relief	valve	on	MGPD200	models	

only

Standard	Features	&	Benefits

Myers® 2 hp Grinder Packages provide the superior quality 
of Myers grinder pumps combined with the highest quality 
fittings and controls, and a control panel specifically designed 
to optimize pump performance, all packaged together in a 
durable UV resistant basin for quick and easy installation.

SRA SySteMS
liftout rail system using a cast iron 
discharge elbow with integrated  
ball	check	valve.

SHA SySteMS
Factory assembled discharge  
piping with single union  
ball valve disconnect.

SFA SySteMS
Flexible piping system with slip  
fit discharge connection.


