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AURORA MODEL 610 PUMP

OPTIONS

SIZE A B C D E F G H I J K L M
4 x 4 4 4 4 6-1/2 6-1/2 15/16 7/8 1-1/2 4-19/32 1-1/2 2-1/4 - -

(102) (102) (102) (165) (165) (24) (22) (38) (117) (38) (57)
4 x 6 4 6 4 8 7 15/16 7/8 1-1/2 2-3/8 1-11/16 3-3/4 - -

(102) (152) (102) (203) (178) (24) (22) (38) (60) (43) (95)
6 x 6 6 6 6 8 8 1 1 1-1/2 3-1/2 1-1/8 2-1/8 - -

(152) (152) (152) (203) (203) (25) (25) (38) (89) (29) (54)
6 x 8 6 8 6 9 9 1 1-1/8 1-1/2 3-5/8 2 2-1/4 - -

(152) (203) (152) (229) (229) (25) (29) (38) (92) (51) (57)
8 x 8 8 8 6 9 9 1-1/8 1-1/8 1-1/2 3-5/8 2-1/8 2-1/4 - -

(203) (203) (152) (229) (229) (29) (29) (38) (92) (54) (57)
8 x 10 8 10 8 11 11 1-1/8 1-3/16 1-1/2 3-11/16 3-1/4 2-5/16 - -

(203) (254) (203) (279) (279) (29) (30) (38) (94) (83) (59)
10 x 10 10 10 6 11 11 1-3/16 1-3/16 1-1/2 3-11/16 3 2-7/16 - -

(254) (254) (152) (279) (279) (30) (30) (38) (94) (76) (59)
10 x 12 10 12 6 12 12 1-3/16 1-1/4 1-1/2 3-3/4 4-1/2 2-1/2 - -

(254) (305) (152) (305) (305) (30) (32) (38) (95) (114) (64)
12 x 12 12 12 8 12 12 1-1/4 1-1/4 1-1/2 3-3/4 4-1/2 2-1/2 - -

(305) (305) (203) (305) (305) (32) (32) (38) (95) (114) (64)
12 x 14 12 14 8 14 12 1-1/4 1-1/4 2-1/2 3-3/4 5-3/8 2-1/2 - -

(305) (356) (203) (356) (305) (32) (32) (64) (95) (137) (64)
14 x 14 14 14 8 14 14 1-3/8 1-3/8 2-1/2 3-7/8 5 2-5/8 - -

(356) (356) (203) (356) (356) (35) (35) (64) (98) (127) (67)
14 x 16 14 16 6 15 15 1-3/8 1-7/16 2-1/2 5 5-1/2 2-1/2 - -

(356) (406) (152) (381) (381) (35) (37) (64) (127) (140) (64)
16 x 16 16 16 8 24 24 1-7/16 1-7/16 2-1/2 4-1/4 5-1/2 2-5/8 37-3/4 1-1/8

** (406) (406) (203) (610) (610) (37) (37) (64) (108) (140) (67) (959) (29)
16 x 18 16 18 8 26-1/2 26-1/2 1-7/16 1-9/16 2-1/2 4-1/4 5-1/2 2-5/8 41-1/2 1-1/8

** (406) (457) (203) (673) (673) (37) (40) (64) (108) (140) (67) (1054) (29)
18 x 18 18 18 8 26-1/2 26-1/2 1-9/16 1-9/16 2-1/2 4-1/4 5-1/2 2-5/8 41-1/2 1-1/8

** (457) (457) (203) (673) (673) (40) (40) (64) (108) (140) (67) (1054) (29)
18 x 20 18 20 8 29 29 1-9/16 1-11/16 2-1/2 4-1/2 6 2-3/4 45 1-1/8

** (457) (508) (203) (737) (737) (40) (43) (64) (114) (152) (70) (1143) (29)
20 x 20 20 20 8 29 29 1-11/16 1-11/16 2-1/2 4-1/2 6 2-3/4 45 1-1/8

** (508) (508) (203) (737) (737) (43) (43) (64) (114) (152) (70) (1143) (29)
20 x 24 20 24 8 34 34 1-11/16 1-7/8 2-1/2 6 7-3/8 4 52-1/2 1-1/8

** (508) (610) (203) (864) (864) (43) (48) (64) (152) (187) (102) (1334) (29)

NOTES:
1. All dimensions in inches (mm).
2. Dimensions may vary ± 1/8" (3).
3. Pump should be elevated a minimum of 2" (51) to

provide flange to floor clearance when using this option.
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Suction elbows, size on size (example 6 x 6), are furnished as standard on Models 612A, 613A and 614A pumps.
Increaser type suction elbows are optionally available. Suction elbows, as standard, have a 1/4" (6) pipe tap for
gauge connections and hand-size inspection openings to allow access to the impeller. An oversize pipe tap is
conveniently located for draining purposes. This same pipe tap can be utilized for high pressure flushing or
cleaning purposes.

The table below illustrates the sizes that are available. The ÒAÓ dimension must be the same size as the suction
opening on the applicable pump size.

* 2 gauge bosses are cast on the elbow, only one is drilled and tapped as standard. The other is drilled and tapped only on request.

** These elbows are equipped with support foot (shown in phantom). The handhole is above support on these sizes.
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SIZE A B* C D E F
8 x 10 1-1/8 8 10 1-3/16 12 9

(29) (203) (254) (30) (305) (229)
10 x 12 1-3/16 10 12 1-1/4 14 10-1/2

(30) (254) (305) (32) (356) (267)
12 x 14 1-1/4 12 14 1-3/8 16 11-1/2

(32) (305) (356) (35) (406) (292)
14 x 16 1-3/8 14 16 1-7/16 18 12-3/4

(35) (356) (406) (37) (457) (324)
16 x 18 1-7/16 16 18 1-9/16 19 13-1/2

(37) (406) (457) (40) (483) (343) 

Eccentric suction increasers are optionally available for use on Models 612A, 613A and 614A pumps in conjunction with suction elbows.
Larger suction line diameters are easily accommodated by these combined options. (Example: A pump with 8" (203) suction can be
connected to a 12" (305) suction line by using an 8" x 10" (203 x 254) suction increasing elbow and a 10" x 12" (254 x 305) eccentric
suction increaser.
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NOTES:
1. All dimensions in inches (mm).
2. Dimensions may vary ± 1/8" (3).
3. Pump should be elevated a minimum of 2" (51) to

provide flange to floor clearance when using this option.

* ÒBÓ Dimension must be same as ÒBÓ Dimension of elbow.
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