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AURORA® MODEL 661A PUMP
3" & 4" PUMPS

Section 660  Page 201
Date September 2017

Supersedes Section 660  Page 201
Dated November 1988

NOTES:
1. All dimensions in inches.
2. Dimensions may vary ±  1/4".
3. Not for construction purposes unless certified.
4. Two (2) 1/2" NPT connections 180° apart, on the stuffing box for lubrication purposes, are furnished as standard.
5. Discharge position I is furnished as standard unless specified.
6. Suction and discharge flanges are American Standard 125 Lbs.
7. Check discharge position, casing dimensions which exceed 8" may require pads for the pump and/or motor.
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3x3x9 3C 16-1/2 9-13/16 18 2-1/2 25-1/2 10 3-1/8 28-5/8 6-3/4 6-3/4
3x3x12 3C 16-3/8 9-15/16 21 2-3/8 25-5/8 13 3-1/8 28-3/4 8-3/8 8-3/8
4x4x9 3C 16-1/2 11-1/16 19 2-1/2 26-1/2 11 3-3/8 29-7/8 7-1/4 7-1/4

4x4x12 3C 16-3/8 11-3/16 21 2-3/8 26-5/8 13 3-3/8 30 8-7/8 8-7/8
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AURORA® MODEL 661A PUMP
6" PUMPS

Section 660  Page 202
Date September 2017
Supersedes Section 660  Page 202
Dated November 1988

NOTES:
1. All dimensions in inches.
2. Dimensions may vary ±  1/4".
3. Not for construction purposes unless certified.
4. Two (2) 1/2" NPT connections 180° apart, on the stuffing box for lubrication purposes, are furnished as standard on packed pumps 

Alemite fitting is provided in one tap and the remaining tap is plugged.
5. Discharge position I is furnished as standard unless specified.
6. Suction and discharge flanges are American Standard 125 Lbs.
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6x6x12 4C 26-1/2 4 20-1/2 3 27-1/2 2-1/8 27-1/8 14 4-5/8 8-3/8 31-3/4 9-7/8 9-7/8
6x6x12 5E 32-3/4 3-3/4 26-1/8 4 27-1/2 2-3/4 38-1/8 14 4-5/8 13-34 42-3/4 9-7/8 9-7/8
6x6x15 5E 32-3/4 3-3/4 26-1/8 4 29-1/2 2-3/4 38-1/8 16 4-5/8 13-3/4 42-3/4 11-1/16 11-1/16
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AURORA® MODEL 662A PUMP
3" & 4" PUMPS

Section 660  Page 203
Date September 2017

Supersedes Section 660  Page 203
Dated November 1988
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AURORA® MODEL 662A PUMP
6" PUMPS

Section 660  Page 204
Date September 2017
Supersedes Section 660  Page 204
Dated November 1988
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AURORA® MODEL 662A PUMP
3" & 4" PUMPS

FLEXIBLE SHAFT

Section 660  Page 205
Date January 2018

Supersedes Section 660  Page 205
Dated September 2017
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AURORA® MODEL 662A PUMP
6" PUMPS

FLEXIBLE SHAFT

Section 660  Page 206
Date January 2018
Supersedes Section 660  Page 206
Dated September 2017
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AURORA® MODEL 663A PUMP
3" & 4" PUMPS

Section 660  Page 207
Date January 2018

Supersedes Section 660  Page 207
Dated September 2017
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AURORA® MODEL 663A PUMP
6" PUMPS

Section 660  Page 208
Date September 2017
Supersedes Section 660  Page 208
Dated November 1988
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AURORA® MODEL 664A PUMP
3" & 4" PUMPS

Section 660  Page 209
Date September 2017

Supersedes Section 660  Page 209
Dated November 1988
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AURORA® MODEL 664A PUMP
6" PUMPS

Section 660  Page 210
Date September 2017
Supersedes Section 660  Page 210
Dated November 1988
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AURORA® MODEL 661A PUMP
3" & 4" PUMPS

FORMED STEEL BASE

Section 660  Page 251
Date September 2017

Supersedes Section 660  Page 251
Dated November 1988
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Section 660  Page 251.1
Date September 2017
Supersedes Section 660  Page 351
Dated November 1988

AURORA® MODEL 661A PUMP
3" & 4" PUMPS

FORMED STEEL BASE
BASE SELECTIONS FOR STANDARD COUPLING
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AURORA® MODEL 661A PUMP
3" & 4" PUMPS

FORMED STEEL BASE
BASE SELECTIONS FOR STANDARD COUPLING

Section 660  Page 251.2
Date September 2017

Supersedes Section 660  Page 352
Dated November 1988
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Section 660  Page 252
Date September 2017
Supersedes Section 660  Page 252
Dated November 1988

AURORA® MODEL 661A PUMP
6" PUMPS

FORMED STEEL BASE
BASE SELECTIONS FOR STANDARD COUPLING
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AURORA® MODEL 661A PUMP
6" PUMPS

FORMED STEEL BASE
BASE SELECTIONS FOR STANDARD COUPLING

Section 660  Page 252.1
Date September 2017

Supersedes Section 660  Page 351
Dated November 1988
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Section 660  Page 252.2
Date September 2017
Supersedes Section 660  Page 352
Dated November 1988

AURORA® MODEL 661A PUMP
6" PUMPS

FORMED STEEL BASE
BASE SELECTIONS FOR OPTIONAL SPACER COUPLING
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AURORA® MODEL 661A PUMP
3" & 4" PUMPS

DRIP RIM STEEL BASE

Section 660  Page 253
Date September 2017

Supersedes Section 660  Page 253
Dated November 1988
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Section 660  Page 253.1
Date September 2017
Supersedes Section 660  Page 354
Dated November 1988

AURORA® MODEL 661A PUMP
3" & 4" PUMPS

DRIP RIM STEEL BASE
BASE SELECTIONS FOR STANDARD COUPLING
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AURORA® MODEL 661A PUMP
3" & 4" PUMPS

DRIP RIM STEEL BASE
BASE SELECTIONS FOR OPTIONAL SPACER COUPLING

Section 660  Page 253.2
Date September 2017

Supersedes Section 660  Page 353-355
Dated November 1988
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Section 660  Page 254
Date September 2017
Supersedes Section 660  Page 254
Dated November 1988

AURORA® MODEL 661A PUMP
6" PUMPS

DRIP RIM STEEL BASE
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AURORA® MODEL 661A PUMP
6" PUMPS

DRIP RIM STEEL BASE
BASE SELECTIONS FOR STANDARD COUPLING

Section 660  Page 254.1
Date September 2017

Supersedes Section 660  Page 354
Dated November 1988
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Section 660  Page 254.2
Date September 2017
Supersedes Section 660  Page 353-355
Dated November 1988

AURORA® MODEL 661A PUMP
6" PUMPS

FORMED STEEL BASE
BASE SELECTIONS FOR OPTIONAL SPACER COUPLING


