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MODEL SIZE A B C D E** WT
AS-B-T 3/4” NPT 5.06 3.44 2.31 0.50 3.44 1.7

(129) (87) (59) (13) (85) (.8)
AS-B-T 1” NPT 6.13 4.31 3.00 0.50 3.44 3.9

(156) (110) (76) (13) (85) (1.8)
AS-B-T 1-1/4” NPT 6.13 4.31 3.00 0.50 3.44 3.6

(156) (110) (76) (13) (85) (1.6)
AS-B-S 3/4” SWEAT 5.00 3.44 2.31 0.50 3.44 1.7

(127) (87) (59) (13) (85) (.8)
AS-B-S 1” SWEAT 6.50 4.31 3.00 0.50 3.44 3.4

(165) (110) (76) (13) (85) (1.6)
AS-B-S 1-1/4” SWEAT 6.50 4.31 3.00 0.50 3.44 3.4

(165) (110) (76) (13) (85) (1.6)

All bronze air separators are used on hydronic system piping to separate air from water. All scoops have 1/2” taps for
mounting on expansions tank, air vent and for boiler fill piping. 

NOTES:
1. All dimensions in inches (mm), lbs (kg)
2. Dimensions may vary plus minus 1/8 (3)
3. Maximum working pressure is 125 psi (860 kPa)
4. Maximum working temperature 275 deg F (135 deg C)
5. E** Dimension shows customer mounted air vent, see section 1100 page 205 and 206
6. For additional information visit www.wattsreg.com


