
59     December  © 2018 Pentair plc

Performance Curve – 3" 1592A  RPM: 2880   SOLIDS: 16 MM
 IMPELLER: 444R230 

Performance Curve – 4" 1591A RPM: 2880   SOLIDS: 21 MM
 IMPELLER: 444R314
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Performance Curve – 4" 1591B  RPM: 2880   SOLIDS: 19 MM
 IMPELLER: 444R282 

Performance Curve – 4" 1591B RPM: 2880   SOLIDS: 19 MM
 IMPELLER: 444A282



61     December  © 2018 Pentair plc

Performance Curve – 1-1/2" 1591B  RPM: 1440   SOLIDS: 10 MM
 IMPELLER: 444A227 

Performance Curve – 2" 1591 RPM: 1440   SOLIDS: 11 MM
 IMPELLER: 444A223
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Performance Curve – 2" 1592A  RPM: 1440   SOLIDS: 10 MM
 IMPELLER: 444R228 

Performance Curve – 2" 1592B RPM: 1440   SOLIDS: 11 MM
 IMPELLER: 3389
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Performance Curve – 2" 1593  RPM: 1440   SOLIDS: 13 MM
 IMPELLER: 444R013 

Performance Curve – 2-1/2" 1591 RPM: 1440   SOLIDS: 9.5 MM
 IMPELLER: 444A224
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Performance Curve – 2-1/2" 1592  RPM: 1440   SOLIDS: 16 MM
 IMPELLER: 444A230 

Performance Curve – 3" 1591A RPM: 1440   SOLIDS: 16 MM
 IMPELLER: 444R039
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Performance Curve – 3" 1591B  RPM: 1440   SOLIDS: 17 MM
 IMPELLER: 444A226 

Performance Curve – 3" 1592A RPM: 1440   SOLIDS: 16 MM
 IMPELLER: 444R230
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Performance Curve – 3" 1592B  RPM: 1440   SOLIDS: 17 MM
 IMPELLER: 3-7-245 

Performance Curve – 3" 1594 RPM: 1440   SOLIDS: 16 MM
 IMPELLER: 444A014



67     December  © 2018 Pentair plc

Performance Curve – 4" 1591A  RPM: 1440   SOLIDS: 21 MM
 IMPELLER: 444R314 

Performance Curve – 4" 1591B RPM: 1440   SOLIDS: 19 MM
 IMPELLER: 444A282
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Performance Curve – 4" 1591B  RPM: 1440   SOLIDS: 19 MM
 IMPELLER: 444A282 

Performance Curve – 4" 1592A RPM: 1440   SOLIDS: 21 MM
 IMPELLER: 3-7-253


