
Typical Installation

8VL and 8VLX
8” Submersible Solids Handling Wastewater Pump

Standard (8VL) and Hazardous Location (8VLX)
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Slide Rail Dimensions (SRA/SRAX-88 Shown)

NOTE: if increasing pipe at elbow eccentric reducer is required.

NOTE: Metric Dimensions in [MM]. Tolerance: ±1/8”.

1 [25]

51
2  [140]

11
 [279]

85
8  [219]

11
 [279]

11 [279]

18 1
8  [460]19 [483]12 1

2  [317]

13 3
8  [341]

11 1
2  [293]

73
4

 [198]

17 1
2

 [445]
LDISCH. C

7/8" DIA. 'J' OR 'L' STYLE ANCHOR BOLTS
(8" RECOMMENDED)
IF USING 3/4" DIA. 'J' OR 'L' STYLE
(12" RECOMMENDED)

RAILS (2REQ'D)
2" NOM. DIA. GUIDE

41
4  [108]

31
2  [89]

8 [203] NOM.

10 [254]

10 1
8  [257]

11
 [279]

11 3
4  [299]25 1

8
 [637]

12 [305]

57
8  [148]

56 1
8

 [1425]

40 7
8

 [1040]

11
 [279]

51
 [1295]


