
Typical Installation

SHA Series
Grinder Pump Package

Semi-positive Displacement Pump with Junction Box
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2" [51] FEMALE NPT
J-BOX HUB

INLET

36" [914] MIN. 17" OFF - 32.1 GALLONS
[432] OFF - 122 LITERS

24-7/8" TOP OF PUMP - 43.8 GALLONS
[632] TOP OF PUMP - 166 LITERS

28" ON - 53 GALLONS
[711] ON - 201 LITERS

33" ALARM - 62.6 GALLONS
[838] ALARM - 237 LITERS

10"  [254]

B

A

DISCHARGE LEVEL

24" DIA.
[610]

1-1/4" [32] FLEX HOSE

4" [102] ADAPTAFLEX INLET HUB
(FIELD INSTALLED)

1-1/4" [32] PVC PIPING

1-1/4" [32] SST DISCHARGE

NOTE: Metric Dimensions in [mm], Tolerance: ±1/8"

K4499

A

48" (1.23m)
60" (1.52m)
72" (1.83m)
84" (2.13m)
96" (2.44m)

36" (.914m)
32" (.813m)

B

48" (1.23m)
60" (1.52m)
72" (1.83m)27679E054

27679E053
27679E052
27679E051
27679E050

PART NUMBER

185.9 gal. (704L)
162.4 gal. (615L)
138.9 gal. (526L)

VOLUME
91.9 gal. (348L)

115.4 gal. (437L)

WORKING

                                    Installation Data

SHA Series
Grinder Pump Package

Semi-positive Displacement Pump with Junction Box 


